Couplants

General Purpose Couplants

Couplant Type Container Size Description Order Code Features
2.5kgl5.5 Ib) General Purpose 50469 * Thixotropic paste
7G-F * Non-drip, washable, non-corrosive
5 bottles General Purpose 54558 « Temperature range -4°F to 212°F (-20°C to 100°C)
250 ml (8.5 fl oz) « Safety data sheet per 91/155/EEC
* Medium viscosity paste
. « Water resistant, non-corrosive
ZGT 100 g Tube (3.5 0z)  Multigrade Couplant 50472 « Temperature range -22°F to 480°F (-30°C to 250°C)
« Safety data sheet per 91/155/EEC
3.8 liter (1 gal) 118-300-420
cose of 4 ium  118-300-425
Exosen 20 3.8 liter (1 gall G.enerc.ll Purpose, Medium « Water sgluble
- Viscosity ————« Non-toxic
18.9 liter (5 gal) 118-300-440 Non-flammable
208 liter (55 gall 118-300-460 « Non-irritating
3.8 liter {1 gal) 118-300-520 * Rust preventative added
Case of 4 « Temperature range 32°F to 212°F (0°C to 100°C)
Evosen 30 3.8 liter (1 gal) General Purpose, High 118-300-525 « Material Safety Data Sheet per 29 CFR 1910.1200
— Viscosity, Pourable I
18.9 liter (5 gal) 118-300-540
208 liter (55 gal) 118-300-560
Specialty Couplants
Couplant Type Container Size Description Order Code Notes
* High viscosity paste
High Temperature ¢ Solid filler melts at elevated temperature
ZGM Loz gl s e e Coupling Paste —— ¢ Specially formulated for thickness measurement on hot parts
e Temperature range 390°F to 1100°F (200°C to 600°C)
79 g Tube (2.8 0z 118-300-010  * High viscosity grease
Hitemoco High Temperature + Thickness measurement and flaw detection on hot parts
P 12 Tubes 79 g Coupling Grease + Temperature range 50°F to 550°F (10°C to 290°C)
(2.8 0z) 118-300-015 + Material Safety Data Sheet per 29 CFR 1910.1200
¢ Extremely high viscosity
sLC 113 g (4 02) High Viscosity, High 118-300-080 ¢ Allows transmission of transverse (shear) waves
9 ' Attenuation ¢ High attenuation reduces noise on rough or curved surface
¢ Material Safety Data Sheet per 29 CFR 1910.1200
YD-740 59 ml (2 fl 0z) Wedge, Delay Line, 118-300-740 ¢ Applied between transducer face and accessory
' Protective Face Couplant ¢ Material Safety Data Sheet per 29 CFR 1910.1200
236 ml (8 fl oz) Low Viscosity Laboratory 118-300-820 * For smooth surface, 1.6 um (62 pin) RMS or better
XL Couplant » Suitable for performance testing of ultrasonic transducers
3.78 liter (1 gal) P 118-300-860 » Material Safety Data Sheet per 29 CFR 1910.1200




